
D E S C R I P T I O N A N D F E A T U R E S

T-1 3/4 Diffused LED Lamps

E L E C T R O - O P T I C A L C H A R A C T E R I S T I C S A N D R A T I N G S

These LED lamps offer a variety of diffused lens effects and color
availability. These lamps are available with both wide view angles and
narrow view angles for high bright direct viewing. The High Efficiency
Red and Yellow lamps are produced with GaAsP/GaP and the High
Efficiency Green lamp is produced with GaP/GaP. This compact,
rugged and lightweight LED lamp requires low power and allows for
versatile PC board or panel mounting.
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P AR T NUMB E R
Output C olor

P ackage C olor
T est C urrent (mA)
F orward V oltage T yp. (V )
F orward V oltage Max. (V )
Luminous Intens ity Min. (mcd)
Luminous Intens ity T yp. (mcd)

P eak Wavelength (nm)

S torage T emperature (°C )
P eak F orward C urrent Max. (1µs @ 0.3% duty cycle) (mA)

Diffus ion

V iewing Angle 20 1/2 (degrees )

H.E . R ed
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1000

Diffused Diffused Diffused Diffused

R everse V oltage (IR =100µA) (V ) 5 5 5 55

C apacitance pF V r=0, F =1MHz

P ower Diss ipation (mW)
Operating T emperature (°C )

Lead S older T ime @ 260°C 5 5 5 55
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All dimensions in inches.

America:
CML Innovative Technologies,Inc.
147 Central Avenue
Hackensack -NJ 07601 -USA
Tel:1-201-489 -8989
Fax:1-201-489 -6911
e-mail:americas@cml-it.com

Europe:
CML Technologies GmbH &Co.KG
Robert-Bunsen-Str.1
67098 Bad Dürkheim -GERMANY
Tel:+49 (0)6322 9567-0
Fax:+49 (0)6322 9567-88
e-mail:europe@cml-it.com

Asia:
CML Innovative Technologies,Inc.
61 Aida Street
Singapore 459975
Tel:(65)9630 -5003
e-mail:asia@cml-it.com

CML-IT reserves the right to make specification revisions that enhance the design and/or performance of the product
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Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Chicago Miniature:   

  CMD5754A  CMD5753  CMD5453  CMD5354A  CMD5353  CMD5153

http://www.mouser.com/chicagomin
http://www.mouser.com/access/?pn=CMD5754A
http://www.mouser.com/access/?pn=CMD5753
http://www.mouser.com/access/?pn=CMD5453
http://www.mouser.com/access/?pn=CMD5354A
http://www.mouser.com/access/?pn=CMD5353
http://www.mouser.com/access/?pn=CMD5153

